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S P E C I F I C A T I O N S

Down-firing Port Design Minimizes Distortion

Velodyne subwoofers have always been known for accuracy, producing a fraction of the distortion produced by competitive 

subwoofers. The Impact-10 and Impact-12’s down-firing port design maximizes bass performance and output, while limiting 

any noise caused by the air moving in the port, maintaining musical accuracy and dynamic impact.

Impact-Mini – Tiny Cabinet, Amazing Bass, Modest Price

An engineering marvel, the Impact-Mini uses a lightweight, 6.5” aluminum cone and a 

down-firing 8” passive radiator to generate amazing, low distortion bass, at a modest 

price. The dish-shaped aluminum cone limits standing waves and maximizes output. 

Impact-Mini’s tiny (10” x 10” x 12”) dimensions have tremendous interior-decorator 

appeal.  It is small enough to be easily hidden, but its furniture quality cabinet and gloss 

black trim look great with any decor.

Specifications  Impact-10  Impact-12  Impact-Mini

Amplifier  150 watts RMS 165 watts RMS 180 watts RMS
 250 watts Dynamic Power   275 watts Dynamic Power  300 watts Dynamic Power

Woofers  10" (24.5 cm) forward firing 12" (30.5 cm) forward firing 6.5" (16.5 cm) active (5" piston diameter) and
 (8.2" piston diameter)   (9.7" piston diameter)   8” (20.3 cm) passive (6.5" piston diameter)

Magnet Structure  5.6 lbs. (2.5 Kg)  5.6 lbs. (2.5 Kg)  4.0 lbs. (1.8 Kg)

Frequency Response  32-140 Hz +/- 3 dB   29-140 Hz +/- 3 dB   38-140 Hz +/- 3 dB 

Voice Coil  2" dual layer copper-wound   2" dual layer copper-wound   2" copper-wound 

Cone  Coated Fiber Cone   Coated Fiber Cone   6.5 “ and 8” Anodized Aluminum Cones

High Pass Crossover  Full range   Full range  Full range

Low Pass Crossover  50 Hz-200 Hz   50 Hz-200 Hz  50 Hz-200 Hz

Cabinet Design  Acoustically neutral, down-firing ported  Acoustically neutral, down-firing ported  Acoustically neutral, down-firing passive radiator

Outputs  Stereo, left and right, speaker level  Stereo, left and right, speaker level  Stereo, left and right, speaker level

Inputs  RCA Line Level, LFE    RCA Line Level, LFE  RCA Line Level, LFE 
 and Speaker Level inputs and Speaker Level inputs and Speaker Level inputs

Phase  0° or 180°   0° or 180°   0° or 180° 

Auto On/Off  Yes   Yes   Yes 

Removable Grille  Yes  Yes  Yes

LED Power Indicator  Yes  Yes  Yes

Shipping Weight: (approx.)  30 lbs. (13.6 Kg)  36 lbs. (16.3 Kg)  18.5 lbs. (8.4 Kg) 

Cabinet:  (H/W/D) 13.75" x 12.75" x 14.4"  15.4" x 14.4" x 17.9"  10" x 10" x 12" 
Black Ash Wood-grain    34.9 cm x 32.4 cm x 36.6 cm     39.1 cm x 36.6 cm x 45.5 cm    25.4 cm x 25.4 cm x 30.5 cm 
with Black Gloss trim

Warranty Two years (electronics - parts and labor) Two years (electronics - parts and labor)  Two years (electronics - parts and labor) 
    Two years (drivers - parts and labor)     Two years (drivers - parts and labor)    Two years (drivers - parts and labor) 
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