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Velodyne Acoustics, the #1 rated subwoofer company for over 20 

years, now offers the SubContractor Series - a powe rful, easy-to-install 

line of subwoofers with an outboard, rack-mountable  amplifier specially 

designed for any custom installation need.  

The SC-IF/IC (In-Floor/In-Ceiling) is the first flo or/ceiling sub to 

deliver true reference quality performance. The SC- IF/IC sports a 

powerful 12º driver and expanded sealed cabinet ena bling maximum 

performance to reproduce the most demanding home th eater and music with authority, accuracy and low 

distortion. The SC-IF/IC is easy to install whether  it©s for new construction or retrofit ± 4 adjustab le brackets are 

included that can be attached anywhere on the cabin et surface. The SC-1250, a rack-mountable amplifier  that 

powers the SC Series, features 3000 watts dynamic /  1250 watts RMS power and can easily drive twin SC- IF/IC 

subs using standard speaker wire.

Features
n  Fits FLUSH in standard floor and ceiling joist cons truction

n  4 included brackets can be placed anywhere on the c abinet making it easy 

  to install for new construction or retrofit 

n  Connects with conventional speaker wire

n  12º driver and expanded cabinet delivers amazingly deep, powerful bass performance

n  The matched SC-1250 amplifier (sold separately) can  drive one or, for ultimate performance, two SC-IF/ IC subs

Powerful, Linear Drivers

The SC Series employs Velodyne's multi-layer, Kevla r reinforced, resin cones mounted in die-cast alumi num baskets 

with massive magnet structures. Each driver incorpo rates Velodyne©s unique dual-wound voice coil that assures linear 

travel and allows for the heat dissipation needed t o handle the gigantic power output of the SC-1250 a mplifier.

Easy to Install and Configure

The SC-1250 rack-mountable amplifier features 3000 watts dynamic power and 1250 watts of continuous      

RMS power.  The SC-1250 also comes with DSP control , a built-in 7-band automatic room EQ, 12-volt trig ger,       

IR repeater jack, RS-232 control port (Crestron Cer tified), 

and a full-featured remote with factory listening p resets. 

Standard speaker wire is used to connect the SC-125 0          

to the SC-IF/IC. The SC-1250 can power up to TWO          

SC-IF/IC subs.




